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Abw. für Längenmaße (Außen-,Innen-,Absatz-,Abstands-,Durchmesser-,Bearbeitungsmaße)

0,1 0,1 0,2 0,3 0,5 0,8 1,2 2,0

0,2 0,3 0,5 0,8 1,2 2,0 3,0 4,0

Abweichungen für Winkelmaße für den kürzeren 
Schenkels des betreffenden Winkels

bis 10

1°

1°,3´

über 10
bis            50

0°,30´

1°

über 50
bis     120

0°,20´

0°,30´

über 120
bis           400

0°,10´

0°,15´

über 400

0°,5´

0°,10´

Grenzmaße für gebrochene Kanten
(Rundungshalbmesser und Fassenhöhen)
von 0,5
bis3

über 3
bis    6

über 6
bis   30

0,4 1 2

A
llg

em
ei

nt
ol

er
an

ze
n 

na
ch

 D
IN

 IS
O

 2
76

8-
1

format
Format

sheet
Blatt

mihad.janczewski

drawing number
ZeichnungsnummerMounting Systems GmbH

Mittenwalder Str. 9a
15834 Rangsdorf

general tolerance / Allgemeintoleranz
  

name
Name
date
Datum

DIN ISO 2768-

0,001 kg

acceptable tolerance / Zul. Abw.

surface
Oberfl.
material
Werkstoff
semifinished product / basic profile
Halbzeug / Grundprofil
generated surface
Mantelfläche

GS 5/41 CS

900-0342

weight
Gewicht

 cm²

EN AW-6063 T66

1/1

13.12.2023

mounting
systems A3

drawer
Zeichner

control
kontrolliert product manager

Description

Beschreibung

Uncontrolled when printed           
Copyright © 2022 Mounting Systems GmbH Rangsdorf

scale
Maßstab
2 : 1

In Bearbeitung / Work In Progress

41mm

32mm

20
24

-0
5-

29

Technical amendments reserved.
2024 © Mounting Systems GmbH 

Base Rail 5/41*
Application Pitched

Material Aluminium (EN-AW-6063 T66)

Colour Aluminium: Natural, black anodised

Weight 0.62 kg/m

Dimensions H x W 41 x 32 mm

Static values lx      4.662 cm4
ly      2.746 cm4
Wx   2.191 cm3
Wy   1.646 cm3
A      2.297 cm2

Article addition Lateral connection with t-head bolt with lock nut. 
Top connection with Clickstone possible, but  
no t-head bolt with lock nut connection.

Accessories Connector 5/41 with grounding (720-1740)
Connector 5/41 (720-1739)
End Cap 5/41 Grey (720-1893)
End Cap 5/41 Black (720-1894)



Base Rail 5/41* – Length
Length Colour Item No. Ref. No.

2250 mm Natural 610-0119 610-0119

2400 mm Natural 610-0075 610-0075

2500 mm Natural 610-0141 610-0141

Black anodised 610-0142 610-0142

3200 mm Natural 800-0107 800-0107

3300 mm Natural 800-1409 800-1409

3600 mm Natural 800-1448 800-1448

Black anodised 800-1449 800-1449

4200 mm Natural 800-0106 800-0106

4400 mm Natural 800-1408 800-1408

6000 mm Natural 800-1407 800-1407

Black anodised 800-1471 800-1471

6200 mm Natural 800-0105 800-0105

* The first number in the designation of the rail profiles stands for the moment of inertia cm4  
and the second number describes the height mm of the rail.
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